
MX-810
Remote Control
Custom Programmable via 
PC Wizard Software

Bright, Colorful Interface
The 2" Active Matrix color LCD displays six buttons with easy-to-read
color labels and icons. Your clients will be delighted by the large buttons

with ClearView™ labeling (no cryptic symbols, the “Play” button is
actually labeled “Play”).

One Room, One Control
The MX-810 includes a set of preprinted room labels that fit 

in the coined area at the base of the unit. Each MX-810 can 
be clearly marked with an elegant, easy-to-read label. By 
specifying an affordable MX-810 for each room, you 
eliminate the confusion than can occur in homes that have
different remotes in every room.

Lights, Motion, Sounds…
The motion sensor detects any movement of the remote
control and automatically backlights the screen. You do
not have to press a button. Any movement of the MX-810
renews the backlighting. The press of any button can be 
signaled with a beep.

Ultra-Reliable Narrow Band RF
The MX-810 communicates via Narrow Band RF and 
controls systems using MRF-350 or MRF-260 base 
stations. Additionally, the MX-810 is perfectly compatible
with the MSC series of Master System Controllers. For

the ultimate in reliability, program your macros to be
MSC-400 status-sensing smart macros.

Lithium Ion Battery and Charger
The MX-810 uses a rechargeable lithium ion battery. The battery

does not retain a “memory” like other rechargeable batteries and can
be kept charging for any length of time. Conveniently, when the MX-810
needs charging, your client simply plugs in the charge and 
continues to use the MX-810. There’s even a battery check function.

Keeps Track
The MX-810 tracks the on/off status of every device to assure reliable
performance – even in the absence of discrete codes.
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Ideal Key Layout for DVR & DVD
The MX-810 offers a perfect complement of hard buttons arranged for
DVR usage. Record, 30-second skip, 7-second instant replay and five  

way operation Menus, Guides, etc. Since the Transport keys are nested 
beneath the Menu keys, the most common operations do not  

require the client to reposition the hand, whether they are left 
or right handed, regardless whether their hands are large 

or small.

Quick 
Setup 
of Favorite 
Channels
When a client requests Favorite 
Channels, the ProWizard software 
offers preloaded templates for DISH 
and DIRECT TV. Installers can preload a 
template for their local cable networks lineup 
for instantly programmed Favorite Channel macros 
that can be dragged into a client’s system without 
reprogramming each channel macro.

Specifications
Memory: 32 Megabits of Flash Memory Total 

(28 Megabits for User Configuration)

Customization Capability: Up to 24 devices, 24 
activities and up to 8 pages each for a total 
of 384 pages

Learning Capability: Standard frequencies 
(15kHz to 460kHz) 

Macro Capability: Up to 255 steps each

IR Range (Line of Sight via Infrared):
30 to 50 feet, depending upon the environment 

RF Range (Radio Frequency):
50 to 100 feet, depending upon the environment 

RF Frequency: 418 MHz (Narrow Band)
Weight: 6.9 ounces (with battery loaded)
Size: 8.9" H x 2.4" W x 1" D
Battery: Lithium Ion rechargeable battery included

Optimized for Today’s
Clients!
Fast Customization and Consistent Ergonomics in Every Room

The Pioneer in Control Technology

The Pioneer in Control Technology


