DMS-OUT | DMS OUTPUT

Digital Music Streaming Output

OVERVIEW

DMS-OUT allows you to integrate a Total Control DMS system with a third-party audio video receiver. Additionally, a fixed or variable output enables you to integrate an amplifier without the need for a pre-amplifier. The DMS-OUT also enables room linking when used with a two channel or 70V amplifier.

- Digital music streaming output for Total Control system
- Bridges a Total Control DMS multi-zone system to a third-party A/V receiver
- Enables third-party amplifiers to access DMS audio streams
- Plays any DMS source through a sound bar
- Works with MFS-8 or MFSPOE-8 network switch
- Mounts easily to wall or cabinet with integrated bracket

HIGHLIGHTS

<table>
<thead>
<tr>
<th>Outputs</th>
<th>Analog, optical, coax, stereo/mono, fixed/variable audio</th>
</tr>
</thead>
<tbody>
<tr>
<td>Room Linking</td>
<td>When connected to a power amplifier</td>
</tr>
<tr>
<td>Power Source</td>
<td>5V DC power adaptor or PoE</td>
</tr>
<tr>
<td>Indicators</td>
<td>Status, power and network LED indicators</td>
</tr>
<tr>
<td>Reset</td>
<td>Reset button on base of unit</td>
</tr>
<tr>
<td>Bracket</td>
<td>Integrated mounting bracket and hardware included</td>
</tr>
</tbody>
</table>

SPECIFICATIONS

SKU
DMS-OUT, UPC 656787-388833

System
Total Control®
Professional programming required

In the Box
DMS-OUT, AC power adaptor, mounting bracket, hardware

Dimensions
4.6” W x 1.2” H x 4.6” D

Weight
5.8 oz.

Warranty
2 year limited USA warranty

©2017 Universal Remote Control, Inc. Specifications subject to change without notice. URC® and Total Control® are trademarks of Universal Remote Control, Inc. All other trademarks are property of their respective owners.